
�— For surface mounted applications in order to on741


ET
28.14 322.46 539.16 .47998 re
f
28.14 299.78 .48001 22.68 re
f
304.62 299.78 .48001 22.68 re
f
361.32 299.78 .48001 22.68 re
f
517.2 299.78 .47998 22.68 re
f
566.82 299.78 .47998 22.68 re
f
BT
10.4958 0 0 10.5 33.78 284.1204 Tm
-.0007 Tc
.003 Tw
[(Storage temperatur)-5(e ran)-4.8(g).9(e)-4.8( )-15480.5(T)]TJ
7.0172 0 0 7.02 331.68 283.6404 Tm
.0044 Tc
0 Tw
(stg)Tj
10.4958 0 0 10.5 341.04 284.1204 Tm
-.0008 Tc
.0031 Tw
[( )-6551.2(-55 to +150)-4.9( )]TJ
/TT7 1 Tf
18.6646 .0057 TD
.0004 Tc
0 Tw
<01070003>Tj
ET
28.14 299.3 539.16 .47998 re
f
28.14 276.08 .48001 23.22 re
f
28.14 276.08 276.48 .48001 re
f
304.62 276.08 .48001 23.22 re
f
305.1 276.08 56.22 .48001 re
f
361.32 276.08 .48001 23.22 re
f
361.8 276.08 155.4 .48001 re
f
517.2 276.08 .47998 23.22 re
f
517.68 276.08 49.14 .48001 re
f
566.82 276.08 .47998 23.22 re
f
566.82 276.08 .47998 .48001 re
f
BT
/TT8 1 Tf
11.9951 0 0 12 28.38 264.2003 Tm
0 Tc
<0003>Tj
/TT2 1 Tf
0 -1.41 TD
-.0001 Tc
.0024 Tw
[(ELECTRICAL CHARACTE)-3.4(R)1.8(IST)-4.5(I)-2.4(CS )]TJ
/TT4 1 Tf
10.4958 0 0 10.5 225.72 247.2803 Tm
-.0005 Tc
.0085 Tw
[((Rating at )5.7(25)]TJ
/TT7 1 Tf
5.728 0 TD
0 Tc
0 Tw
<0107>Tj
/TT4 1 Tf
1.0004 0 TD
-.0005 Tc
.0028 Tw
[( )-222.9(ambient temperature unle)]TJ
11.8905 0 TD
.0006 Tc
.0017D
.000.
n
0 841.98 595.2 -841.98 re
W n
/Cs6 cs 0 .43922 .75294 scn
361.38 219.32 51.42 22.68 re
f
Q
/Cs6 cs 0 .43922 .75294 scn
366.48 222.86 41.16 15.6 re
f
BT
10.4958 0 0 10.5 378 226.7003 Tm
1 g
.002639Cs6 cs 0 .43922 .75294 scn
366.48 222.86 41.16 15.6 re
f2
n Max Unit 

Junction capacitance VR=4.0V, f=1MHz CJ
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